




Overview
The DT has long been known in the industry as “The Legend”. The MaxxForce® DT engine 
is recognized worldwide for its outstanding durability and performance, providing low 
cost of exceptional fuel economy. 
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Overview
The MaxxForce® 10 engine is built on the same proven I-6 platform as Navistar’s legendary and 
industry-leading DT engine. The MaxxForce® 10 engine brings increased 9.3-liter displacement 
by longer stroke and offers higher horsepower and torque than the traditional MaxxForce® DT.

MAXXFORCE® DT SPECIFICATIONS
Engine Type 7.6L (466 cu in.)

Configuration Inline 6-Cylinder

Displacement 466 cu. in. (7.6L)

Bore & Stroke 4.49 in. & 4.68 in. (11.7 cm & 11.9 cm)

Compression Ratio 16.4:1

Aspiration Dual Sequential Turbochargers
≤ 230 hp Aftercooler only  
 ≥ 245 hp Intercooler and Aftercooler

Combustion System Direct Injection

Engine Lubrication 30 Quarts (28 L)

Total Engine Weight (Dry) 1,425 lbs. (646 kg)

Dimensions ≤ 230 hp L 45 in. x W 42 in. x H 43 in.  
(L 114 cm x W 107 cm x 109 cm)
≥ 245 hp L 45 in. x W 42 in. x H 47 in.  
(L 114 cm x W 107 cm x H 119 cm)

Valves 4 Valves per Cylinder

B50 Design Life* 550,000 (885,000 km)
*�B50 design life is the mileage that 50% of the engine population would exceed without failure requiring 

removal of the oil pan, cylinder head, front gear train  or an in-frame overhaul.

MAXXFORCE® 10 SPECIFICATIONS
Engine Type Diesel, 4-Cycle

Configuration Inline 6-Cylinder

Displacement 9.3 L (570 cu. in.)

Bore & Stroke 4.59 in. & 5.75 in.  
(11.7 cm & 14.6 cm)

Compression Ratio 17.2:1

Aspiration Dual Sequential Turbochargers,  
Intercooler & Aftercooler

Combustion System Direct Injection

Engine Lubrication 30 Quarts (28 L)

Total Engine Weight (Dry) 1,425 lbs. (646 kg)

Dimensions L 45 in. x W 42 in. x H 47 in.  
(L 114 cm x W 107 cm x H 119 cm)

Valves 4 Valves per Cylinder

B50 Design Life 850,000 mi (1,370,000 km)

MAXXFORCE® DT PERFORMANCE DATA
Horsepower (bhp) Torque Peak (lb-ft) Gov. Speed Clutch-Engagement Torque (lb-ft)

215 @ 2200 rpm 560 @ 1300 rpm 2400 rpm 450 @ 800 rpm

230 @ 2200 rpm 620 @ 1300 rpm 2400 rpm 450 @ 800 rpm

230 @ 2200 rpm 660 @ 1300 rpm 2400 rpm 450 @ 800 rpm

245 @ 2200 rpm 660 @ 1300 rpm 2400 rpm 450 @ 800 rpm

260 @ 2200 rpm 660 @ 1300 rpm 2400 rpm 450 @ 800 rpm

270 @ 2200 rpm 860 @ 1300 rpm 2400 rpm 450 @ 800 rpm

285 @ 2200 rpm 860 @ 1300 rpm 2400 rpm 450 @ 800 rpm

300 @ 2200 rpm 860 @ 1300 rpm 2400 rpm 450 @ 800 rpm

PREVENTIVE MAINTENANCE INTERVALS
Change Engine Oil,  
Replace Oil Filter

Up to 15,000 miles (24,140 km) / 6 months /
550 hours / 2,100 gallons (7,949 L)

Replace Fuel Filter 30,000 miles (48,280 km) / 12 months/
1,100 hours / 4,200 gallons (15,899 L)

Replace Coolant* 300,000 miles (482,803 km) /
5 years / 12,000 hours

*Add Extended Life Coolant (ECL) Extender @ 150,000 miles (241,400 km) / 30 months / 6 ,000 hours

MAXXFORCE® 10 PERFORMANCE DATA
Horsepower (bhp) Torque (lb.-ft.) Gov. Speed Clutch-Engagement Torque (lb-ft)

310 @ 2000 rpm 1050 @ 1200 rpm 2200 rpm 750 @ 800 rpm

330 @ 2000 rpm 1150 @ 1200 rpm 2200 rpm 750 @ 800 rpm

350 @ 2000 rpm 1150 @ 1200 rpm 2200 rpm 750 @ 800 rpm

PREVENTIVE MAINTENANCE INTERVALS
Change Engine Oil,  
Replace Oil Filter

Up to 15,000 miles (24,140 km) / 6 months / 
550 hours / 2,100 gallons (7,949 L)

Replace Fuel Filter 30,000 miles (48,280 km) / 12 months / 
1,100 hours / 4,200 gallons (15,899 L)

Replace Coolant* 300,000 miles (482,803 km) /  
5 years / 12,000 hours

*Add Extended Life Coolant (ECL) Extender @ 150,000 miles (241,400 km) / 30 months / 6 ,000 hours

Available  in a Class A RVAvailable  in a Class A RV



Overview
Big-time power, big-time durability.

The MaxxForce® 15 engine shares the already proven and advanced technology of Navistar’s 
MaxxForce® engines, but are built for larger RVs for those who travel steeper terrain. 

With a combination of technologically advanced materials and components, these engines 
deliver outstanding fuel economy, excellent power characteristics and an exceptionally 
smooth and quiet ride. 
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MAXXFORCE® 13 SPECIFICATIONS
Engine Type Diesel, 4-cycle

Configuration Inline 6-cylinder

Displacement 12.4 L (758 cu. in.)

Bore and Stroke 4.96 in. & 6.54 in.  
(12.6 cm & 16.6 cm)

Compression Ratio 17:1

Aspiration Dual Sequential Turbochargers, 
Intercooler & Aftercooler

Combustion System Direct Injection

Lubricating System  
Capacity

42 Quarts (40 L)

Total Engine Weight (dry) 2,400 lbs. (1,089 kg)

Dimensions L 59 in. x W 37 in. x H 49 in.  
(L 150 cm x W 94 cm x H 125 cm)

Valves 4 Valves Per Cylinder 
Overhead Cam Actuated

Design Life 1,200,000 mi (1,931,000 km)

PREVENTIVE MAINTENANCE INTERVALS
Change Engine Oil,  
Replace Oil Filter

25,000 miles (40,234 km) / 12 months/ 
1,100 hours / 4,200 gallons (15,899 L)

Replace Fuel Filter 5,000 miles (40,234 km) / 12 months/ 
1,100 hours / 4,200 gallons (15,899 L)

Replace Coolant* 600,000 miles (965,606 km)/  
6 years / 12,000 hours

*Add Extended Life Coolant (ECL) Extender @ 300,000 miles (482,803 km) / 3 years / 6,000 hours

Overview
With a combination of technologically advanced materials and components, the 
MaxxForce® 13 engine delivers outstanding fuel economy, excellent power characteristics, 
an exceptionally smooth and quiet ride, and high strength without added weight. And 
they’re backed by the largest dealer and service network in North America.

MAXXFORCE® 15 SPECIFICATIONS
Engine Type Diesel 4-cycle

Configuration Inline 6-cylinder

Displacement 15.2 L (928.17 cu. in.)

Bore and Stroke 5.4 in. & 6.75 in.  
(137 mm & 177 mm)

Compression Ratio 16.0:1

Aspiration Dual Sequential Turbochargers,  
Intercooler & Aftercooler

Combustion System Direct Injection

Lubricating System  
Capacity

40 Quarts (38 L)

Total Engine Weight (dry) 3,150 lbs. (1,430 kg)

Dimensions L 56.6 in. x W 49 in. x H 51 in.  
(L 146 cm x W 124 cm x H 129 cm)

Valves 4 Valves Per Cylinder,  
Overhead Cam Actuated

Design Life 1,200,000 mi (1,931,000 km)

MAXXFORCE® 13 PERFORMANCE DATA
Horsepower (bhp) Torque Peak (lb-ft) Gov. Speed Clutch-Engagement Torque (lb-ft)

410 @ 1700 rpm 1450 @ 1000 rpm 1900/2100 rpm 828 @ 800 rpm

430 @ 1700 rpm 1550 @ 1000 rpm 1900/2100 rpm 868 @ 800 rpm

430* @ 1700 rpm 1550/1700 @ 1000 rpm 1900 rpm 868 @ 800 rpm

450* @ 1700 rpm 1700 @ 1000 rpm 1900 rpm 959 @ 800 rpm

450* @ 1700 rpm 1550/1700 @ 1000 rpm 1900 rpm 959 @ 800 rpm

475 @ 1700 rpm 1700 @ 1000 rpm 1900/2100 rpm 959 @ 800 rpm

MAXXFORCE® 15 PERFORMANCE DATA
Horsepower (bhp) Torque Peak (lb-ft) Gov. Speed Clutch-Engagement Torque (lb-ft)

435 @ 1600 rpm 1550/1750 @ 1000 rpm 1800 rpm 1150 @ 800 rpm

450 @ 1600 rpm 1550 @ 1000 rpm 1800/2100 rpm 1150 @ 800 rpm

450 @ 1600 rpm 1550/1750 @ 1000 rpm 1800 rpm 1150 @ 800 rpm

450 @ 1600 rpm 1750 @ 1000 rpm 2100 rpm 1150 @ 800 rpm

500 @ 1600 rpm 1650 @ 1000 rpm 1800/2100 rpm 1150 @ 800 rpm

500 @ 1600 rpm 1650/1850 @ 1000 rpm 1800 rpm 1150 @ 800 rpm

500 @ 1600 rpm 1850 @ 1000 rpm 1800/2100 rpm 1150 @ 800 rpm

550 @ 1600 rpm 1850 @ 1000 rpm 2100 rpm 1150 @ 800 rpm

Available  in a Class A RVAvailable  in a Class A RV



Emissions standards for diesel-powered vehicles and     equipment continue to evolve around the world.  
But your purchase criteria remain the same —  you     need power that per forms with every turn of the key.

OEM Technology Choices
Two solutions
There has been great debate among diesel engine manufacturers with regards to meeting 2010 emissions 
regulations. Most diesel engine manufacturers have aligned behind a technology called liquid Selective Catalytic 
Reduction (SCR) to clean up the NOx emissions and meet the 2010 standards. An alternative solution— Advanced 
EGR —involves refining current engine technology to provide an in-cylinder solution without the need of Diesel 
Exhaust Fluid (DEF). Rather than continuing to create NOx and then having to clean it up, Advanced EGR systems 
are designed to prevent the NOx from being formed in the first place. 

Advanced EGR, or exhaust gas recirculation, is an emissions reduction technique that works by re-circulating 
a portion of an engine’s exhaust back to the engine cylinders and burning off excess pollutants. The result is 
an engine that treats NOx in-cylinder, and therefore requires no extra effort from our customers. Navistar’s 
MaxxForce® engines have been using EGR technology since 2004.

What is Advanced EGR?
Advanced EGR, or exhaust gas recirculation, is an emissions reduction technique that works by re-circulating a portion 
of an engine’s exhaust back to the engine cylinders and burning off excess pollutants. The result is an engine that 
treats NOx in-cylinder, and therefore requires no extra effort from our customers.

BASE EGR SYSTEM

8 9

BASE EGR SYSTEM LIQUID DEF SCR SYSTEM  
ADDED HARDWARE

+

MaxxForce® Advanced EGR System: Other diesel Engine Manufacturers EGR + SCR Systems:
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Service Centers
MaxxForce® diesel engines deliver powerful, smooth, and reliable operation without the added 
hassle of complicated emissions technology.  All backed by the largest network of service 
locations in North America. No matter your location on the map, you will not be far from one of 
the 285+ MaxxForce certified RV Service Centers likely around the corner. In fact, Navistar won 
the 2010 JD Power and Associates award for Customer Satisfaction at our Service Locations. 

Make sure to check out MaxxForce.com to find the nearest MaxxForce RV Service Center near you.

On the road and need to find a Service Center? No problem. Simply go to www.MaxxForce.com 
and the MaxxForce Service Locator Mobile App will guide the way.

Warranty
Navistar stands by their quality MaxxForce® products by offering a 5 year, 100,000 mile full 
coverage warranty on the engine. The engine can be serviced at over 285 locations in North 
America. Extended warranties are available upon request.

Powerful per formance 
and quality assurance 
from MaxxForce® offer 
a new and enhanced 
experience to your 

next adventure.
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Star t Today!

Drive without reservations.


